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MODEL NO: UNOWT3075-120063SA 12V/6.3A
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LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA

12V/6.3A

Conduction Character ({Z454)

$%¢Character Condition(FHEMEA)

I/P Voltage(Vac)(#ij A\ ZEEE)

100Vac

/P Frequency(Hz)(#5 ASER)

60Hz

Output Load(ffH & &)

Full Load

Ambient Temp.(C)FRESEE)

25C

DN~ W =

Sample Size(EUEEE)

1PCS

¥ Character Equipment(EFIEEE{H ) -

ITEM Equipment Item(Z5¢ )

Model No. / Manufacturer(B4 78 pg FI%I5%)

1 SRS PR

KH3931

2 AC Source(ZE5EES)

ALL POWER/APG-1005N

3 Character Standard

EN55032 CLASS B

$%¢Character Data(5F M42538) :

ITEM

QP

AV

L line

-7.06dB

-17.97dB

Character Result -
N line

-7.88dB

-18.67dB

¥ Character Waveform (EHRTE)

e oo
File 0712 Data #3 Date: 2023/7112 Time: 13:47:11
20.0  dBuV
Limit! —
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Site :ATT Conducted Emission Test Site (1) Phase: L1 Temperature: 235
Limit: (CE)CISPR32 class B_QP Power: AC 100V/60HzZ Humidity: 53%

EUT:
M/N: UNS/UNBOWT3075-120063SA
Mode: FULL LOAD

c m "
File :0712 Data :#4 Date: 2023/7/112 Time: 13:49:03
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Site "ATT Conducted Emission Test Site (1) Phase: N Temperature: 235
Limit: (CE)CISPR32 class B_QP Power:  AC 100V/60Hz Humidiy: 53 %

EUT
M/N: UNS/UNBOWT3075-120063SA
Mode: FULL LOAD

Note: 1#
Note: 1#
Reading Correct Measure-
Reading Correct Measure- No. Mk Freq Level Factor ment  Limit  Over
No. Mk Freq Level Factor ment Limit  Over MHZ aBuv a8 aBuV a8 a8 Detector Comment
MHz. dBuV a8 dBuV dB dB Detector Comment 1 0.1539 47.03 10.56 57.59 6589 -8.30 peak
1 * 01500 4838 1056 58.94 66.00 7.06 peak 2 01660  26.32 10.55 38.87 5554 1887 AVG
7 0.1780 4599 1055 5584 6520 -0.36 peak 3 0.1700 46.99 10.56 57 .55 6543 .7.88 peak
3 01780 2668 1056 3723 6520 1797 AVG 4 02220 2285 1053 3308 53.04 -20.76  AVG
5 0.3540 13.95 10.54 24 49 50.17 -25.68 AVG
4 02220 2326 1053 3379 5304 2015 AVG
6 0.5340 20.29 10.61 39.90 56.00 -16.10 peak
5 02300 4066 1052 5118 6371 -1253  peak
6 03420 1566 1054 2620 5051 2431 AVG
*Maximum data  x:Over limit  L'over margin
File :0712\Data #4 Page: 1
*Maximum data x:Over limit  l-over margin
File :0712\Data #3 Page: 1




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA

12V/6.3A

Conduction Character ({Z4514)
3% Character Condition(FHIEEA)

I/P Voltage(Vac)(#ij A\ ZEEE)

230Vac

I/P Frequency(Hz) (@i ASER)

50Hz

Output Load(ffH & &)

Full Load

Ambient Temp.(C)FRESEE)

25C

DN~ W =

Sample Size(EUEED)

1PCS

¥ Character Equipment(EFIEEE# ) -

ITEM Equipment Item(Z5¢ )

Model No. / Manufacturer(B4 78 pg fI%I5%)

1 SRS PR

KH3931

2 AC Source(SZE5HES)

ALL POWER/APG-1005N

3 Character Standard

EN55032 CLASS B

$%¢Character Data(5F M4HE53) :

ITEM QP AV
L line -11.24dB -13.85dB
Character Result -
N line -11.18dB -14.12dB

¥ Character Waveform (EHRTE)

c ission M
File :0712 Data :#2 Date: 2023712 Time: 13:45:03
800 dBuv
Gt —
imit2:
3
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Y ‘"W %-WWWW o
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0.0
0.150 05 MHz) 5 0000
Site :ATT Conducted Emission Test Site (1) Phase: L1 Temperature: 235
Limit: (CE)CISPR32 class B_QP Power: AC 230V/50Hz Humidity. 53%

EUT:

M/N: UNS/UNBOWT3075-120063SA
Mode: FULL LOAD

Note: 1#

Reading Correct Measure- B
No. Mk.  Freq Level Factor ment Limit  Over

MHz dBuV dB dBuY dB dB  Detector Comment

0.1500 4225 10.56 52.81 66.00 -13.19  peak

0.1780  30.80 10.55 4135 5520 -13.85 AVG

01860 4318 10.55 5373 6497 -1124  peak

1
2
3
4 03540 1551 10.54 2605 5017 -2412  AVG
5 219500 3411 11.14 4525  60.00 -1475  peak
[

219500 2423 11.14 3537 5000 -1483 AVG

*Maximum data  x:Over limit  l:over margin

File :0712\Data #2 Page: 1

c ission M

File -:0712 Data #1 Date: 2023/7112 Time: 13:42:23

200 dBUV

Limit1 pu—
limit -

\ { mWWW’WT“V"'”‘V'M“Www«w oo e

0.150 05 [MHz) 5 20.000
Site :ATT Conducted Emission Test Site (1) Phase: N Temperature: 235
Limit: (CE)CISPR32 class B_QP Power:  AC 230V/50Hz Humidity: 53 %

EUT:

M/N: UNS/UNBOWT3075-120063SA
Mode: FULL LOAD

Note: 1#

Reading Correct Measure- .
No. Mk.  Freq Level Factor ~ ment  Limit  Over

MHz dBuV dB dBuY dB dB Detector Comment

* 01539 4415 10.56 5471 6589 -11.18  peak

0.1780  30.53 10.55 41.08 5520 1412 AVG

02220 3710 1053 4763 6394 -16.31 peak

216740 3379 11.13 4492 60.00 -15.08  peak

1
2
3
4 02300 2040 10.52 3092 5371 -2279  AVG
5
6

224020 240 1115 3516 5000 -14.84 AVG

*Maximum data  x:Over limit  Lover margin

File :0712\Data #1 Page: 1




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA

12V/6.3A

Radiation Character (=545 14)
3% Character Condition(FHIEEA)

I/P Voltage(Vac)(#ij A\ ZEEE)

100Vac

I/P Frequency(Hz) (@i ASER)

60Hz

Output Load (i & #5)

Full Load

Ambient Temp.(C)FRESEE)

25C

DNl Wil | —

Sample Size(EUEED)

1PCS

¥ Character Equipment(EFIEEE# ) -

ITEM Equipment Item(Z5¢ )

Model No. / Manufacturer(B4 78 pg fI%I5%)

1 SRS PR

SR

2 AC Source(SZE5HES)

SRR

3 Character Standard

EN55032 CLASS B

$%¢Character Data(5F M4HE53) :

ITEM

peak QP

V line

-9.4dB /

Character Result -
H line

-14.29dB /

¥ Character Waveform (EHRTE)

Radiated Emission Measurement

Radiated Emission Measurement

Fle UNOWT3075-12006354 Data #4 Date: 202381 11 Time: 113848 File :UNOWT3075-120063SA Data:#3 Date: 2023/8/1 1 1] Time: 11:37:12
200 dBuV/m 200  dBuV/m
Limit1 — Limit1= _—
Margin Margin:
40 40
z
3
1
2 k]
0.0
30.000 40 50 60 70 B0 (MHz) 300 400 500 GO0 700 1000.000 oo
Site :ATT Radiated Emission Chamber 2 Polarization:  Vertical Temperature: 23 om0 5"_ W mw w"’_] m 400 0 G o toneom
Limit: (RE)CISPR32 class B 3m Power:  AC 100V/60Hz Humidty:  52% Site -ATT Radiated Emission Chamber 2 Polarization:  Horizontal Temperature: 23
EUT: Distance: Limit: (RE)CISPR32 class B 3m Power AC 100V/60Hz Humidity: 52%
M/N: UNOWT3075-1200635A EUT. Distance
Mode: FULL LOAD M/N: UNOWT3075-120063SA
Note: 5# Mode: FULL LOAD
Note: 5%
Reading Correct Measure- Limil o Antenna Table
imit ver 1T
No. Mk Freq. Level Factor ment Height Degree Reading Correct Measure- B Antenna Table
MHz EET a8 dBuVim  d&im  dB  Detecor cm  degree Comment No. Mk. Freq Level Factor ~ ment  Limit Over Height Degree
1 % 326340 4181 -2 3060 4000 -940 peak MHz dBuY dB dBuVim dB/m dB  Detector  cm degree  Comment
2 855077 4119 -1122 2997 4000 -10.03 peak 1% 931132 4307 -17.36 2571 4000 -1429 peak
3 957622 4096 1359 2737 40.00 1263 peak 2 1603456  36.71 -14.64 2207 40.00 -17.93 peak
3 197.8928 31.51 -10.51 2100 40.00 -19.00 peak
*Maximum data  x:Over limit  |:over margin
File :UNOWT3075-120063SA\Data #4 Page: 1 *Maximum data x:Over limit  l:over margin
File :UNOWT3075-120063SA\Dafa #3 Page: 1




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA

12V/6.3A

Radiation Character

(CEESESHRR)

3% Character Condition(FHIEEA)

I/P Voltage(Vac)(#ij A\ ZEEE)

230Vac

I/P Frequency(Hz) (@i ASER)

50Hz

Output Load(ffH & &)

Full Load

Ambient Temp.(C)FRESEE)

25C

DNl Wil | —

Sample Size(EUEED)

1PCS

¥ Character Equipment(EFIEEE# ) -

ITEM

Equipment Item(G&#5)

Model No. / Manufacturer(B4 78 pg fI%I5%)

1

SRS PR

SNEERE

2

AC Source(SZE5HES)

SNEERE

3

Character Standard

CISPR32 CLASS B

$%¢Character Data(5F M4HE53) :

ITEM peak

QP

Character Result

V line -7.32dB

H line

-12.85dB

¥ Character Waveform (EHRTE)

Radiated Emission Measurement " e
Radiated Emission Measurement
File ‘UNOWT3075-1200635A Data #5 Date: 2023/81 Time: 11:41:03
File -UNOWT3075-1200635A Data %5 Date: 2023/8/1 | Time: 11:42:25
80.0  dBuV/m
200 dBuV/m
Limit1- j—
Gmitl:  —
Margin Margin:
40 40
1 PR |
1
2 3
00 0.0
30000 40 S0 60 70 B0 (MHz]) 300 400 500 60D 70O 1000.000 30000 40 0 60 70 B0 (MHz) 300 400 500 GOD 700 1000.000
Site :ATT Radiated Emission Chamber 2 Polarization:  Vertical Temperature: 23 Site ‘ATT Radiated Emission Chamber 2 Polarization:  Horizontal Temperature: 22
Limit: (RE)CISPR32 class B 3m Power: AC 230V/50Hz Humidity’ 52% Limit: (RE)CISPR32 class B 3m Power: AC 230Vi50Hz Humidity: 52 %
EUT: Distance: EUT: Distance:
M/N: UNOWT3075-120063SA M/N: UNOWT3075-120063SA
Mode: FULL LOAD Mode: FULL LOAD
Note: 5# Note: 5#
Reading Correct Measure- Antenna Table Reading Cormrect Measure- Antenna Table
No. Mk. Freq.  Level Factor  ment Limit ~ Over Height Degree No. Mk. Freg.  Level Factor  ment Limit  Over Height Degree
MHz aBuv a8 dBuV/m aB/m d8  Detector  cm degree  Comment MHz dBuV B dBUVim GB/m  dB  Detector  cm degree  Comment
1 345173 42.05 937 3268 4000 -7.32 peak 1 % 924624 4453 -17.38 2715 4000 -12.85 peak
2 86.2001 4252 -11.93 3059 4000 -941 peak 2 113.3163 3715 -1408 2309 4000 -16.91 peak
3 98.1419 4537 -1358 3179 4000 -821 peak 3 1592251 3827 -1464 2363 4000 -16.37 peak
*Maximum data  x:Over limit  l:over margin “Maximum data  x:Over limit  l:over margin
! - S, - -
File -UNOWT3075-120063SA\Data #5 Page: 1 File UNOWT3075-1200635A\Data #6 Page: 1




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA 12V/6.3A
EFT Character (85 T-HRfEAE TR )
3% Character Condition(FHIEEA)
1 I/P Voltage(Vac) (i A B EE) 100Vac/230Vac
2 /P Frequency(Hz) (i ASEZR) 50Hz / 60Hz
3 Output Load(#igy H & 5K) Full Load
4 Ambient Temp.('C GBI EE) 25C
5 Sample Size(FUEED) 1PCS
$¢Character Equipment(J51Es5%# )
ITEM Equipment Item(Z5% %) Model No. / Manufacturer(Fd & pg F1%I5%)
1 BEST EMC SOLUTION EMCSOSIN / EFT-84
2 AC Source(E/HES) ALL POWER/APG-1005N
3¢ Character Standard(JFM4AEE ) -
1 Character Standard IEC 61000-4-4
EFT Character
Spec. 1KV
O/P Full Load
/P 100Vac/60Hz & 230Vac/50Hz
Burst 15ms/300ms
Character Duration 1 min
Pulse Rate: 5KHz/100KHz
s Character DataCFiPESE) ZEamfEhl:  Class I
Power Line Pulse Polarity Character Voltage Required Criteria CS;E:;F;EZETE) Judgement
L VAR 1.0KV Criteria B Criteria A PASS
N VAR 1.0KV Criteria B Criteria A PASS
L-N VAR 1.0KV Criteria B Criteria A PASS
PE VAR 1.0KV Criteria B Criteria A PASS
L-PE VAR 1.0KV Criteria B Criteria A PASS
N-PE VAR 1.0KV Criteria B Criteria A PASS
L-N-PE VAR 1.0KV Criteria B Criteria A PASS

s Character Performance & Result :

® Criteria A:

The apparatus continues to operate as intended. No degradation of performance or loss of function is allowed below

a performance level specified by the manufacturer, when the apparatus is used as intended.In some cases the
performance level may be replaced by a permissible loss of performance.

O Criteria B:

The apparatus continues to operate as intended after te test. No degradation of performance or loss of function is

allowed below a performance level specified by the manufacturer,whe the apparatus is used as intended.In some cases
the performance level may be replaced by a permissible loss of performance.During the test.degradation of

performance 1s however allowed.

O Criteria C:
controls

Temporary loss of function 1s allowed,provided the function self recoverable or can be restored by the operation of




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA 12V/6.3A
ESD Character (F# 88 T-HE4+14)
$%¢Character Condition(F &)
1 I/P Voltage(Vac) (i A B EE) 100Vac/230Vac
2 /P Frequency(Hz) (i ASEZR) 50Hz / 60Hz
3 Output Load(#igyH & 5K) Full Load
4 Ambient Temp.('C GBI B ) 25°C
5 Sample Size(FUEED) 1PCS
$¢Character Equipment(J51Es5%# )
ITEM Equipment Item(Z5% %) Model No. / Manufacturer(Fd & pg F1%I5%)
1 EMC-PARTNER PRIMA /ESD61002TB
2 AC Source(E/HES) ALL POWER/APG-1005N
s%Character Standard(FFPEAEAE )
1 Character Standard IEC 61000-4-2:2001
ESD Character

Spec. Air: 80KV Contact:  +4.0KV

O/P Full Load

/P 100Vac/60Hz & 230Vac/50Hz

Description of Observation:

NO Abnormal Issue

Performance Criterion: Manufacturer  (According to Standard/Manufacturer)
3% Character Data(FMEEE) -
Item Amount of Discharge Voltage Required Criteria Ci?:;géiigg) Judgement

Air Discharge Mini 10/Point 8.0KV Criteria B Criteria A PASS

Contact Discharge Mini 25/Point 4.0KV Criteria B Criteria A PASS

Indirect Discharge(HCP) Mini 25/Point 4.0KV Criteria B Criteria A PASS
Indirect Discharge(VCP Front) Mini 25/Point 4.0KV Criteria B Criteria A PASS
Indirect Discharge(VCP Left) Mini 25/Point 4.0KV Criteria B Criteria A PASS
Indirect Discharge(VCP Back) Mini 25/Point 4.0KV Criteria B Criteria A PASS
Indirect Discharge(VCP Right) Mini 25/Point 4.0KV Criteria B Criteria A PASS

s Character Performance & Result :

® Criteria A:

a performance level specified by the manufacturer, when the apparatus is used as intended.In some cases the
performance level may be replaced by a permissible loss of performance.

O Criteria B:

The apparatus continues to operate as intended after te test. No degradation of performance or loss of function is

The apparatus continues to operate as intended. No degradation of performance or loss of function is allowed below

allowed below a performance level specified by the manufacturer,whe the apparatus is used as intended.In some cases
the performance level may be replaced by a permissible loss of performance.During the test.degradation of

performance 1s however allowed.

O Criteria C:
controls

Temporary loss of function is allowed,provided the function self recoverable or can be restored by the operation of




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA 12V/6.3A

Light Surge Character (28 845 )

3% Character Condition(FfM:{5A) -

1 I/P Voltage(Vac)(fif A\ EFE) 100Vac/230Vac

2 /P Frequency(Hz) (i ASEZR) 50Hz / 60Hz

3 Output Load(#igy H & 5K) Full Load

4 Ambient Temp.(C)FREEEE) 25°C

5 Sample Size(FUEED) 1PCS

$¢Character Equipment(J51Es5%# )

ITEM Equipment Item(Z5% %) Model No. / Manufacturer(Fd & pg F1%I5%)
1 EMC-PARTNER Prima/ SUG61005TAX
2 AC Source(4E23) ALL POWER/APG-1005N

¢ Character Standard(FPfE 4 )

1 Character Standard [EC 61000-4-5:1995+  A1:2001
SURGE Character
Spec. Line to Line 1KV ; Line to FG 22KV
O/P Full load
/P 100Vac/60Hz & 230Vac/50Hz
REP.RATE 60 sec
Description of Observation: NO  Abnormal Issue
Performance Criterion: Manufacturer ~ (According to Standard/Manufacturer)
s Character DataCFiPESE) ZEamfEhl:  Class I
Chargcter Character Voltage Polarity Phase Angle Regui@ d Complied To Judgement
Point 0° 90° 180° 270° Criteria Criteria(A,B,C)
LN IRV + OK OK OK OK Criteria B Criteria A PASS
- OK OK OK OK Criteria B Criteria A PASS
L.GND KV + OK OK OK OK Cr?ter?a B Cr?ter?a A PASS
- OK OK OK OK Criteria B Criteria A PASS
N.GND KV + OK OK OK OK Cr?ter?a B Cr?ter?a A PASS
- OK OK OK OK Criteria B Criteria A PASS
LN-GND KV + OK OK OK OK Cr?ter?a B Cr?ter?a A PASS
- OK OK OK OK Criteria B Criteria A PASS

Class II Type : Character L-N Only.
s Character Performance & Result :

® Criteria A:

O Criteria B:

O Criteria C:

The apparatus continues to operate as intended. No degradation of performance or loss of function is allowed below

a performance level specified by the manufacturer, when the apparatus is used as intended.In some cases the
performance level may be replaced by a permissible loss of performance.

The apparatus continues to operate as intended after te test. No degradation of performance or loss of function is

allowed below a performance level specified by the manufacturer,whe the apparatus is used as intended.In some cases
the performance level may be replaced by a permissible loss of performance.During the test.degradation of
performance 1s however allowed.

controls

Temporary loss of function 1s allowed,provided the function self recoverable or can be restored by the operation of




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA

12V/6.3A

DIPS Character( & & 55 145)

$%¢Character Condition(FFHEEMA) :

1 I/P Voltage(Vac) (i A B EE) 100~230Vac
2 /P Frequency(Hz) (i ASER) 50Hz/60Hz
3 Output load (¥ i & #5) Full load
4 Ambient Temp.('C)GEEEE ) 25C

5 Sample Size(FUEED) 1PCS

6

$¢Character Parameters(f5 80 :

DIPS Character

According EN61000-4-11 ( full load and high line )

Condition : Voltage Dips 100% Redaction 10ms/20ms > 60% Redaction 200ms/240ms 5 30
% Redaction 500 ms/600ms Voltage Interruption - =95% ; Redaction
5000ms/6000ms

3% Character Data(FFIEEEE)

Character Level % UT Reduction (%) Duration (Periods) Perform Criteria Results Judgement
0 100 0.5/1 B Criteria A PASS
40 60 10/12 C Criteria B PASS
70 30 25/30 C Criteria B PASS
0 100 250/300 C Criteria B PASS

#<Character Performance & Result :

Criteria A: The apparatus continues to operate as intended. No degradation of performance or loss of function is allowed below

a performance level specified by the manufacturer, when the apparatus is used as intended.In some cases the
performance level may be replaced by a permissible loss of performance.

Criteria B: The apparatus continues to operate as intended after te test. No degradation of performance or loss of function is
allowed below a performance level specified by the manufacturer,whe the apparatus is used as intended.In some cases

the performance level may be replaced by a permissible loss of performance.During the test.degradation of

performance is however allowed.

Criteria C: Temporary loss of function is allowed,provided the function self recoverable or can be restored by the operation of

controls




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA 12V/6.3A

Radiated Radio-Frequency Electromagnetic Field Immunity Character CJEC61000-4-3) (RSH514)

$%¢Character Condition(J51EMERAR)

1 I/P Voltage(Vac)(#ii A EEEE) 100Vac

2 /P Frequency(Hz) (i AFEZR) 50Hz

3 Output Load (¥ i & #5) Full Load

4 Ambient Temp.('C)GBEZEE) 25C

5 1PCS

Sample Size(HUEED)

$%¢Character EquipmentCEFIEESE )

Model No. / Manufacturer(Bd 5 pg F1 %I 58)

ITEM Equipment Item (&%)
1 BRI R 4 N i 2
2 AC Source(ZE5EES) 4 N i 2

3¢ Character Standard(F A=A ) -

RS TEST DATA

Freq.Range(MHz) RF Field Position R.F. Field Strength | Azimuth Perform Criteria Results Judgment
Front
1V(rms) Back
80MHz-1000MHz Vertical/Horizontal AM Modulated A A PASS
1000Hz, 80% Left
Right

10




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA

12V/6.3A

Conducted Disturbances Induced by Radio-Frequency Field Immunity Character (IEC61000-4-6) (CS#514)
$%¢Character Condition(FH{&4F)

1 I/P Voltage(Vac) (i A BEEE) 100Vac
2 /P Frequency(Hz) (i ASER) 50Hz

3 Output Load(#igyH & 5K) Full Load
4 Ambient Temp.('C)GBEEEE) 25C

5 Sample Size(FUEED) 1PCS

$¢Character Equipment(J51E5%# )

Model No. / Manufacturer(Bd 5 pg F1 %I 58)

ITEM Equipment [tem(GZ )
1 FRE PRI oM B e
2 AC Source(ZHH23) RN E e
3% Character Standard(FFMAZAL ) -
CS TEST DATA
Test Ports (Mode) Freq.Range(MHz) Field Strength Perform Criteria Results Judgment
3V(rms)
A??;Zv?g?gn 0.15-80MH AM Modulated A A PASS
1000Hz, 80%

11




LMIFIVE 5505

MODEL NO: UNOWT3075-120063SA 12V/6.3A

Power Frequency Magnetic Field Immunity Character (IEC61000-4-8) (PEMEFEF )

$%¢Character Condition(FH{&4F)

1 I/P Voltage(Vac) (i A BEEE) 100Vac

2 /P Frequency(Hz) (i ASEZR) 50Hz/ 60Hz

3 Output Load(#igyH & 5K) Full Load

4 Ambient Temp.(C)FREEEE) 25°C

5 Sample Size(FUEED) 1PCS

$¢Character Equipment(J51E5%# )

Model No. / Manufacturer(Bd 5 pg F1 %I 58)

ITEM Equipment [tem(GZ )
1 SRR TS ML e
2 AC Source(EHHER) TS ML =
s%Character Standard(FFMAAZAE ) -

Magnetic Field Immunity

Test Ports (Mode) Frequency(Hz) Field Strength Perform Criteria Results Judgment
X Orientation A A PASS
Y Orientation 50/60 1A/m A A PASS
Z Orientation A A PASS

12




